Survey of a horizontal surface. The number
indicates the distance down to the embedded

Survey of a vertical surface. The number

indicates the distance in to the embedded iron
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iron
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— Exposed, visible iron

e Hidden, embedded iron

approximate shape and

Painted terracotta or concrete balusters with no reinforcement, except
whee noted below. There are and were no cramps reinforcing the joints
between the capping stones which are of different profile

extent indicated

MO

Cramp embedded under the face
of the parapet wall

120mm record noted on the inner
corner of the parapet wall

There is an embedded iron in this
area of the pilaster, the top of
which is visible where the stone
has spalled off. It is possibly a
dowel, 100mm long, 65mm
square in section, connecting
both vertical stones

There is an embedded iron in this
area of the pilaster, the top of
which is visible where the stone
has spalled off. It is possibly a
dowel connecting both vertical
stones

aff]

Cramp embedded under the face
of the parapet wall at the joint

Terracotta balusters with no reinforcement, except where
noted below. Cramps reinforce the joints between the
capping stones

6 limestone balusters with no
reinforcement. Cramps
reinforce the joints between
the capping stones

Serious structural damage
caused by creeper tendrils noted
in this area

180 out|

half-way on cornice
—

HS

Cramp embedded under the face
of the parapet wall at the joint

The survey indicated an
embedded iron in this capital.

There is an embedded iron in this
area of the pilaster. It is possibly
a dowel connecting both vertical

stones

There is an embedded iron in this
area of the pilaster. It is possibly
a dowel connecting both vertical

stones. A crack is forming around

the iron
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